AMGO yyaratics

The Manufacturing Powerhouse

PRO-18

SPECIFICATIONS

Model PRO-18 PRO-18A
F O U R P O S T Pnﬂ" an Style Non-Alignment Alignment
Lifting Capacity 18,000lbs(8165kg) 18,000lbs(8165kg)
TRUCKLIFT
AMGO’s Hea vy Duty Truc kL IﬁS are ne W/y Overall Length (Inc.Ramps) A 270 3/8" (6869mm) 270" (6856mm)
engineere dl /ﬁ'S that make li g ht work out Overall Length(No.Ramps) B 229 1/2" (5828mm) 229 1/2" (5828mm)
Of hea vy / /ﬁ ing. Overall Width c 137" (3482mm) 137" (3482mm)
Width Between Columns D 122 3/8" (3104mm) 122 3/8" (3104mm)
Lifting Height E 73 1/2" (1865mm) 75 3/8" (1915mm)
Minimum Height F 7 7/8" (200mm) 9 7/8" (250mm)
Gross Weight 3350lbs (1519kg) 4154Ibs (1884kg)
Motor 2.0HP 2.0HP
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AMGO HYDRAULIC CORPORATION
1931 Joe Rogers Jr Blvd, Manning, SC 29102, USA AM GG® Hydraulics

We’re More Than a Manufacturer. We Are the
Tel:(803)505-6410  www.amgohyd.com Leader in Innovation, Technology and Service.



AMGG® Hydraulics FOUR POST LIFT

FOUR POST

TRUCK LIFT

AMGO’s powerful four-post models provide
a generous 18,000 Ibs lifting capacity and
feature extra wide runways to accomodate

a wide variety of vehicle types. With a double
locking safety device, heavy duty design and
built to last manufacturing technology, these
lifts are superior to the competition.
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Optional
Rolling Jack

STOOWV

18,000 Ibs lifting capacity;

Air-released safety lock for convenient operation and reliability;
Mechanical self-locking device and cable-breaking protection;

@ 1/2" aircraft quality cable;

Adjustable turnplate blocks to fit various wheel bases on the PRO-18A;
Integrated rear slip plates for the PRO-18A;

Skid proof diamond platform; Safety bar

The second safety lock
The first safety lock .

Hydraulic cylinders are designed to high standards and use <
high quality NOK seals.; e/

Strict quality control of cylinders with built-in flow restrictors to keep
a constant low speed.;

Optional Rolling Jacks: - Double-safety locks
RJ-10A 10,000Ibs capacity with pneumatic pump.

FEATURES

® Air controlled safety device. ® Adjustable turnplate blocks for the PRO-18A. ® Optional LED lighting. e Optional length extension kit adds an extra e Optional airline kits. Easy to install on all
Optional adjustable turnplates for the PRO-18A. Kit No.: 40103 29" (737mm) on the platform. models of rolling jacks with pneumatic pump
Kit No.:40101 Kit No.: 477604 (PRO-18) accessories.

Kit No.: 477604 (PRO-18A) Kit No.: 40102



